Why MW-200?

**Features:**
- 200 lbs. capacity at 100 psi
- Reduces risk of shoulder and back injuries while limiting potential worker’s comp claims
- Air operated with no batteries
- Air tool connection to reduce hoses in shop
- Easy to maneuver, extra strong steel construction that’s made in the USA

**Specifications**

<table>
<thead>
<tr>
<th>Part #</th>
<th>MW-200</th>
</tr>
</thead>
<tbody>
<tr>
<td>Lifting Capacity</td>
<td>200 lbs</td>
</tr>
<tr>
<td>Color</td>
<td>Blue</td>
</tr>
<tr>
<td>Weight</td>
<td>135 lbs</td>
</tr>
<tr>
<td>Height</td>
<td>61 - 1/2”</td>
</tr>
<tr>
<td>Width</td>
<td>30 - 1/2”</td>
</tr>
<tr>
<td>Length</td>
<td>30”</td>
</tr>
<tr>
<td>Tire size</td>
<td>20” - 30” (Approx.)</td>
</tr>
<tr>
<td>Stroke</td>
<td>40”</td>
</tr>
<tr>
<td>Rise Time</td>
<td>6 seconds</td>
</tr>
<tr>
<td>Operating Pressure</td>
<td>100PSI</td>
</tr>
</tbody>
</table>

Some assembly required
Why MW-500?

Features:
- 500 lbs. capacity at 100 psi
- Reduces risk of shoulder and back injuries while limiting potential worker’s comp claims
- Air operated with no batteries
- Redundant lifting cables contained inside column for added safety
- Air tool connection to reduce hoses in shop
- Includes pressure regulator to prevent overloading
- Easy to maneuver, extra strong steel construction that’s made in the USA

Specifications:
- Part #: MW-500
- Lifting Capacity: 500 lbs
- Color: Blue
- Weight: 336 lbs
- Height: 72”
- Width: 42”
- Length: 47 - 1/2”
- Stroke: 40”
- Tire Size: 30 - 45” (Approx.)
- Rise Time: 6 seconds
- Operating Pressure: 100PSI
- Some assembly required

Contact Information:
Sales: 800.640.5438
Tech. Support: 800.445.5438
Email: userlink@rotarylift.com